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2006 Ford Five Hundred 


1. The Ford Five-Hundred and Mercury Montego are Ford Motor Company's 
replacement for the aging Ford Taurus and Mercury Sable. The Five- 
Hundred and Montego are slotted between the Ford Fusion and the Crown 
Victoria. The Five-Hundred is available in a number of configurations, with 
transponder immobilizer system standard on all trim levels. The car uses 
the 0001X–1706X code series and the Strattec 599114 blank. The car is 
programmable with T-Code, MVP or CodeSeeker under the PATS 3 CAN 
protocol. If two working keys are present, more can be added with the 
standard Ford on-board-procedure. 


Opening the Ford Five Hundred 


2. The Ford Five-Hundred 
uses unshielded vertical 
linkages which makes it 
easy to unlock with a Slim 
Jim or other similar tool. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 
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Glove Box Lock 


Door Lock Removal and Disassembly 


3. The glove box contains 
tumbler positions 6–8. 


4. There is only one external lock on the Ford Five-Hundred, 
the driver’s side door lock. 
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5. The door lock is not too hard to remove, but to 
generate a first key I would use the Determinator 
or EEZ Reader before trying to remove the door 
lock. The lock contains six wafer positions, 
2–7 which leads to an easy progression 
once you have a working door key. 


6. Begin by removing the Phillips screws at the 
bottom of the door panel. 


7. Next, remove the Phillips screw on the 
outer edge of the panel. 
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8. Now remove the Phillips screw on the front 
upper edge of the door panel. 


10. Now remove the two 7/32" screws at the 
bottom of the inside handle pull. 


9. Now remove the Phillips screw on the front 
lower edge of the door panel. 
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11. Carefully pry up the switch assembly. 


12. There are three plugs going to the switch assembly. 


13. Carefully unplug the wires. 
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14. Now you will need to remove the trim piece 
from the inside door handle. Lift the plastic cover 
to get access to the screw. 


16. Now remove the trim piece. 


15. Remove the Phillips screw that holds 
on the trim piece. 
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17. You can now remove the panel by pulling outward. 


18. The panel removed. 


19. Now unsnap the plastic cover 
from around the lock. 
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20. Notice the large nut and the external Torx E 
bolt. Both have to be removed to remove the lock. 


22. Now you can remove the nut on the inside. 


21. To remove this nut you need to keep the bolt 
from spinning. Do this by putting a pair of vice- 
grips on the outer end of the bolt. 
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23. The screw that secures the lock. 


24. The lock can now be removed. 


25. The complete door lock. The door lock is easy 
to disassemble and contains wafer positions 2–7. 
Begin by removing the tail-piece. 
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26. Next remove the face-cap. 


28. The lock disassembled. 
Note the wafers are clearly stamped. 


27. The plug comes out the front of the lock. 


National Locksmith Automobile Association 
Issue No. 80 • 11 


Ignition Lock Removal and Disassembly 


29. The ignition lock is the common Ford ignition 
that is found on many new models. It uses Ford 
door wafers and has positions 1 and 3–8 in the 
lock. The number 2 position is not used in the 
ignition. The lock is held in with an active retainer 
and is easy to remove if you have a working key. 
I have been able to impression these locks 
with out too much trouble. 


30. To remove the ignition, begin by removing 
the snaps holding the lower kick panel. 


31. Now remove the two Phillips screws holding 
on the column shroud. 
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32. Remove the lower shroud. 


34. The cylinder can now be removed. 


33. With the key in the Accessory position the 
active retainer can be depressed. 


National Locksmith Automobile Association 
Issue No. 80 • 13 


35. Notice there is no large “E” Clip on the rear 
of the cylinder securing the plug. 


36. The lock is easily disassembled by inserting a 
working H-75 key that has the bow removed and 
pushing the plug through the back of the cylinder. 
Note the absence of the #2 wafer. 


37. The easiest way I have found to assemble the 
plug is to use an H-75 key that has the bow 
removed. First insert the hardened face 
into the housing. 
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38. Next insert the modified H-75 into the plug 
and load it through the back of the housing. 
Make sure the index on the plug is aligned 
with the slot on the housing. 


40. Lastly remove the modified H-75 
and the plug is done. 


39. At the same time make sure the bow end of the 
modified H-75 goes through the hardened face. 
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